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SEM micrograph showing: (a) the general morphologies of the WC, and (b) higher 
magnification of with WC grains in the order of 0.15-0.2 micron   

InfralloyTM 7400 
Superfine (0.2 – 0.6 μm) 
Tungsten Carbide (WC) 

 

Tungsten Carbide Powder 
 
• Homogeneous 0.2 to 0.6 μm superfine powder for exceptionally demanding hardmetal applications 
• Design for parts requiring extreme wear resistance and strength 
• Offers sharper tool edges, improved edge strength, and excellent hardness/toughness 
• Increased wear resistance can improve productivity via extended part lifetime, less down time, lower 

maintenance, and other system cost reduction 
• Microdrill, cutting tool, insert applications 
 
 Powder Properties 

     Particle size (SEM) 0.2 μm, 0.4μm, 0.6μm 
     Total Carbon, % 6.12±0.05 
     Free Carbon, % < 0.1 
     Phase (XRD) WC 

 
Other Elements 

Element (wt%) Weight % Element (wt%) Weight % 
Al <0.006 Ni <0.001 
Co 0.1-1.0 % Si 0.04 
Fe <0.001 Sn 0.01 
Cu 0.02 Ti 0.06 
Mg <0.001 Zn 0.004 
Mn 0.06 Cr <0.001 
Mo <0.001 Na <0.001 
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X-ray diffraction analysis showing 
the WC crystalline phase 

 
 
 
 
 

 
 
 
 

Sintered Bulk Properties (WC/10Co) for the 0.4 mm WC powders 
Coercivity Hc (kA/m) 26.7 
Saturation Magnetization Ms (%) 90.79 
Hardness Rockwell A (HRA) 92.7 
Density (g/cm3) 14.32 
Rupture Strength (N/mm2) 3380 
Porosity type A02B00C00 
WC grain size (μm) 0.48 

 
 

 
 
Properties of Infralloy™ 7400 Series Powders  7400-1  7400-4  7400-6 
 
Particle size      0.2 μm  0.4 μm  0.6 μm 
Surface area      3.4 m2/g 1.26 m2/g 1.1 m2/g 
 
 
 
 
 
 
 
 

The information and recommendations contained in this publication are based upon data collected by Inframat 
Corporation and believed to be correct.  However, no guarantee or warranty of any kind, expressed or implied, is 
made with respect to the information contained herein, and Inframat Corporation assumes no responsibility for the 
results of the use of these products and processes described herein.  No statements or recommendations made 
herein are to be construed as inducements to infringe any relevant patent, now or hereafter in existence. 
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